DIMENSIONS

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING

VENT ENGINEERING
NIMBUS ONE

TECHNICAL SPECIFICATIONS

<table>
<thead>
<tr>
<th>Feature</th>
<th>NIMBUS ONE</th>
</tr>
</thead>
<tbody>
<tr>
<td>Power Supply Voltage</td>
<td>15vdc</td>
</tr>
<tr>
<td>Output Voltage</td>
<td>Not applicable</td>
</tr>
<tr>
<td>Max No. of Zones</td>
<td>1</td>
</tr>
<tr>
<td>Working Temperature</td>
<td>+5°C to +45°C</td>
</tr>
<tr>
<td>Colours</td>
<td>white</td>
</tr>
<tr>
<td>Overall Dimensions</td>
<td>Fits 2-gang steel or white plastic pattress box (50mm deep) included</td>
</tr>
<tr>
<td>Anemometer</td>
<td></td>
</tr>
</tbody>
</table>

PRODUCT SUMMARY

- Controller with wind function facility
- Works in conjunction with ECO2 or other Ventec controllers
- Measures up to 60mph winds
- Slimline case
- Automatically operates at a pre-selected wind speed

PRODUCT CODES

<table>
<thead>
<tr>
<th>PRODUCT CODE</th>
<th>PRODUCT DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>CNIM</td>
<td>Nimbus 1 Wind Speed Detector With Anemometer</td>
</tr>
</tbody>
</table>

NO ONE OPENS MORE VENTS
tel 01202 744958, fax 01202 733026
email info@vent.co.uk  website www.vent.co.uk
Units 16c & 16f, Chalwyn Industrial Estate, Poole BH12 4PE